THREADED ROD MOUNT™

MOUNT FRAMING MEMBERS FASTER THAN EVER

Pulling conductors into tray is easier than ever with
iTOOLco’s Threaded Rod Mount™. Simply mount both
brackets above or below your trapeze on the threaded
rod, install the framing member, and drop the tray roller
over. Once the wire pull is complete, simply open the tray
roller and drop conductors out into their final nested
position. Then you're ready for your next wire pull.
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THREADED ROD MOUNT"

QUICKLY MOUNT AT THE HEIGHT YOU NEED

NYLOCK CLAMPING BOLT ¢ TWO SIZES AVAILABLE

. 3/8" & 1/2" or
keeps bridge secure 5/8" & 3/4"

*Sold as shown

MOUNTING CLAMP
easily captures the

threaded rod

ALL STEEL

CONSTRUCTION
MOUNTING PIN POCKETS

for quick and simple connection

Model Description Specifications

TRM500 (Pair)  3/8"-1/2" Threaded Rod Mount™ 4"H x 3-1/2"W x 3"L (2 Ib))
TRM750 (Pair)  5/8"-3/4” Threaded Rod Mount™ 4H x 3-1/2"W x 3L (2 Ib.)

UPC # 650270083434
UPC # 650270083496
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