
iTOOLco.com / 865-670-3713©2025 iTOOLco

 

 
 

REAL JACKS
EASY AND CONVENIENT WIRE FEEDING

™

FASTER SAFER WORKSPACE

Axle-less on steel reel with
2” arbor holes

Closed head traps axle preventing it
from falling out or traveling horizontally

Separate sides can be used safely
on uneven ground

iTOOLcoʼs Real Jacks™ make wire pulls run smooth and 
easy. These innovative jack stands have four 20,000 lb. 
sealed bearings that capture the axle to prevent reels
from traveling during the pull. Best of all iTOOLco 
Real Jacks™ wonʼt tip over. 

Watch Video
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REAL JACKS

Model Description

RJ6K Real Jacks™ 37”L x 10”W x 11-1/2” - 38-1/2”
35 lb per jack

Specifications

AX08 40” Real Jack Axle (Included) 40", OD 2.375"
3,000 lb. Load Capacity

™

Patented

SET UP IN UNDER ONE MINUTE 

UPC #696859101175
UPC #617209997743
UPC #696859101205

FOLDS DOWN COMPACT
easy to carry and transport -

can store on the iTOOLcoʼs
Real Tender™ or Jack Rack™

T-BASE FOOTPRINT
with separate sides are safer on uneven
ground preventing it from tipping over

ADJUSTABLE HANDLE
is ergonomically designed for even balance

POP PIN 
Locks in place for safer operations

5/8”W x 3”L BENT HITCH PIN
with integral locking tab

is sturdy and rated at 10,000 lb

HAND CRANK
is top mounted for easier lift and leveling

while not interfering with the arbor
positioning, axle, jaw, carriage, or spool

FOUR 20,000 LB SEALED BEARINGS
make wire pulling smooth and easy

*Can be used with:
RBAXC01- OD  2.75" (Pair)
RBXAC02- OD 1.5” (Pair)

AX03* 5’  Real Axle 60", OD 2.75"
6,000 lb. Load Capacity

AX02* 6’  Real Axle 72", OD 2.75"
6,000 lb. Load Capacity

AXS01* 6’  Real Solid Axle 72", OD 1.2"
3,000 lb. Load Capacity

UPC #617209996050
UPC #617209996067

OTHER AXLES SOLD SEPARATELY 


